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FIXED JIB WORKING RANGE DIAGRAM
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FIXED JIB LOAD CHARTS

Description:
1. The rated load indicated in the table is the max. 

permissible value for objects hoisted slowly and stably 
on a level and hard ground when the crane does not 
travel.

2. The rated load indicated in the table is the value 
computed by taking 75% of the tipover load when 
the wind speed is below 9.8m/s. The value of load 
indicated is in the unit of t. The actual lifting capacity is 
the value obtained by deducting the weight of hoisting 
tools (e.g. main and auxiliary lifting hooks) from the 
rated lifting capacity indicated in the table. 

   The weight of lifting hook is shown as below:

13.5t hook block——0.53t ； ■

3. All values in the load chart are suitable for 360o 

slewing. 
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FIXED JIB LOAD CHARTS

SCC 1500D Crawler Crane
Fixed jib load charts 1/5

Boom length (m) 27 30 33

Jib length (m) 13 19 13 19 13 19

Jib angle
 Radius (m) 

15° 30° 15° 30° 15° 30° 15° 30° 15° 30° 15° 30°

12 13.0/12.3 13.0/12.9 13.0/13.4

14 13.0 9.0/15.1 8.0/14.9 13.0 9.0/15.7 8.0/15.5 13.0 

16 13.0 9.0 8.0 13.0 9.0 8.0 13.0 9.0/16.3 8.0/16.1

18 13.0 9.0 8.0 6.0/19.1 13.0 9.0 8.0 6.0/19.6 13.0 9.0 8.0 

20 13.0 9.0 8.0 6.0 13.0 9.0 8.0 6.0 13.0 9.0 8.0 6.0/20.2

22 13.0/23.2 9.0 8.0 6.0 13.0 9.0 8.0 6.0 13.0 9.0 8.0 6.0 

24 12.7 9.0 8.0 6.0 13.0/24.8 9.0 8.0 6.0 13.0 9.0 8.0 6.0 

26 12.3/24.9 9.0/24.9 8.0/24.9 6.0/24.9 12.5 9.0 8.0 6.0 13.0 9.0 8.0 6.0 

28 11.9/27.5 9.0/27.5 8.0/27.5 6.0/27.5 12.3 9.0 8.0 6.0 

30 11.6/30.1 9.0/30.1 8.0/30.1 6.0/30.1

32 

34 

Counterweight (t) 53+16

Boom length (m) 33 36 39

Jib length (m) 25 13 19 25 13 19

Jib angle
 Radius (m) 

15° 30° 15° 30° 15° 30° 15° 30° 15° 30° 15° 30°

14 13.0/14.1 13.0/14.6

16 13.0 9.0/16.9 8.0/16.7 13.0 9.0/17.4 8.0/17.2

18 5.0/18.7 13.0 9.0 8.0 5.0/19.3 13.0 9.0 8.0 

20 5.0 13.0 9.0 8.0 6.0/20.8 5.0 13.0 9.0 8.0 6.0/21.4

22 5.0 13.0 9.0 8.0 6.0 5.0 13.0 9.0 8.0 6.0 

24 5.0 4.6/24.2 13.0 9.0 8.0 6.0 5.0 4.6/24.7 13.0 9.0 8.0 6.0 

26 5.0 4.6 13.0/27.6 9.0 8.0 6.0 5.0 4.6 13.0 9.0 8.0 6.0 

28 5.0 4.6 12.8 9.0 8.0 6.0 5.0 4.6 13.0/29.0 9.0 8.0 6.0 

30 5.0/30.1 4.6/30.1 12.2 9.0 8.0 6.0 5.0 4.6 12.7 9.0 8.0 6.0 

32 11.6 9.0 8.0 6.0 5.0 4.6 12.1 9.0 8.0 6.0 

34 11.4/32.7 9.0/32.7 8.0/32.7 6.0/32.7 5.0/32.7 4.6/32.7 11.5 9.0 8.0 6.0 

36 10.9/35.3 9.0/35.3 8.0/35.3 6.0/35.3

Counterweight (t) 53+16

Unit：(t)
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FIXED JIB LOAD CHARTS

SCC 1500D Crawler Crane
Fixed jib load charts 2/5

Boom length (m) 39

Jib length (m) 25 31
Jib angle

 Radius (m)
15° 30° 15° 30°

14 

16 

18 5.0/19.9

20 5.0 

22 5.0 3.0/22.5

24 5.0 4.6/25.3 3.0 

26 5.0 4.6 3.0 

28 5.0 4.6 3.0 2.6/29.2

30 5.0 4.6 3.0 2.6 

32 5.0 4.6 3.0 2.6 

34 5.0 4.6 3.0 2.6 

36 5.0/35.3 4.6/35.3 3.0/35.3 2.6/35.3

Counterweight (t) 53+16

Boom length (m) 42 45

Jib length (m) 13 19 25 31 13 19
Jib angle

 Radius (m) 
15° 30° 15° 30° 15° 30° 15° 30° 15° 30° 15° 30°

16 13.0/15.2 8.0/17.8 13.0/15.7

18 13.0 8.0 13.0 9.0/18.6 8.0/18.4

20 13.0 9.0 8.0 6.0/21.9 5.0/20.4 13.0 9.0 8.0 

22 13.0 9.0 8.0 6.0 5.0 3.0/23.1 13.0 9.0 8.0 6.0/22.5

24 13.0 9.0 8.0 6.0 5.0 4.6/25.9 3.0 13.0 9.0 8.0 6.0 

26 13.0 9.0 8.0 6.0 5.0 4.6 3.0 13.0 9.0 8.0 6.0 

28 13.0 9.0 8.0 6.0 5.0 4.6 3.0 2.6/29.8 13.0 9.0 8.0 6.0 

30 13.0 9.0 8.0 6.0 5.0 4.6 3.0 2.6 13.0 9.0 8.0 6.0 

32 13.0 9.0 8.0 6.0 5.0 4.6 3.0 2.6 13.0 9.0 8.0 6.0 

34 13.0 9.0 8.0 6.0 5.0 4.6 3.0 2.6 12.0 9.0 8.0 6.0 

36 12.1 9.0 8.0 6.0 5.0 4.6 3.0 2.6 11.0 9.0 8.0 6.0 

38 11.1 9.0 8.0/37.9 6.0/37.9 5.0/37.9 4.6/37.9 3.0/37.9 2.5/37.9 10.2 9.0 8.0 6.0 

40 9.6/37.9 9.0/37.9 9.4 9.0 8.0 6.0 

42 9.2/40.5 9.0/40.5 8.0/40.5 6.0/40.5

Counterweight (t) 53+16

Unit：(t)
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FIXED JIB LOAD CHARTS

SCC 1500D Crawler Crane
Fixed jib load charts 3/5

Boom length (m) 45 48

Jib length (m) 25 31 13 19 25 31
Jib angle

 Radius (m) 
15° 30° 15° 30° 15° 30° 15° 30° 15° 30° 15° 30°

16 13.0/16.3

18 13.0 9.0/19.1 8.0/18.9
20 5.0/21.0 13.0 9.0 8.0 5.0/21.6
22 5.0 3.0/23.6 13.0 9.0 8.0 6.0/23.1 5.0 
24 5.0 3.0 13.0 9.0 8.0 6.0 5.0 3.0/24.2
26 5.0 4.6/26.4 3.0 13.0 9.0 8.0 6.0 5.0 4.6/27.0 3.0 
28 5.0 4.6 3.0 13.0 9.0 8.0 6.0 5.0 4.6 3.0 

30 5.0 4.6 3.0 2.4/30.4 13.0/30.5 9.0 8.0 6.0 5.0 4.6 3.0 2.6/31.0

32 5.0 4.6 3.0 2.4 12.7 9.0 8.0 6.0 5.0 4.6 3.0 2.6 

34 5.0 4.6 3.0 2.4 11.6 9.0 8.0 6.0 5.0 4.6 3.0 2.6 

36 5.0 4.6 3.0 2.4 10.6 9.0 8.0 6.0 5.0 4.6 3.0 2.6 

38 5.0 4.6 3.0 2.4 9.8 9.0 8.0 6.0 5.0 4.6 3.0 2.6 

40 5.0 4..6 3.0 2.4 9.0 9.0 8.0 6.0 5.0 4.6 3.0 2.6 

42 5.0/40.5 4.6/40.5 3.0/40.5 2.4/40.5 8.4 8.6 8.0 6.0 5.0 4.6 3.0 2.6 

44 8.1/43.1 8.2/43.1 8.0/43.1 6.0/43.1 5.0/43.1 4.6/43.1 3.0/43.1 2.6/43.1

Counterweight (t) 53+16

Boom length (m) 51 54
Jib length (m) 13 19 25 31 13 19

Jib angle
 Radius (m)

15° 30° 15° 30° 15° 30° 15° 30° 15° 30° 15° 30°

16 13.0/16.9 13.0 
18 13.0 9.0/19.7 8.0/19.5 13.0 
20 13.0 9.0 8.0 13.0 9.0/20.3 8.0/20.1
22 13.0 9.0 8.0 6.0/23.6 5.0/22.1 13.0 9.0 8.0 
24 13.0 9.0 8.0 6.0 5.0 3.0/24.8 13.0 9.0 8.0 6.0/24.2
26 13.0 9.0 8.0 6.0 5.0 4.6/27.6 3.0 13.0 9.0 8.0 6.0 
28 13.0 9.0 8.0 6.0 5.0 4.6 3.0 13.0 9.0 8.0 6.0 
30 13.0/30.1 9.0 8.0 6.0 5.0 4.6 3.0 2.6/31.5 13.0 9.0 8.0 6.0 
32 12.7 9.0 8.0 6.0 5.0 4.6 3.0 2.6 12.6 9.0 8.0 6.0 
34 11.7 9.0 8.0 6.0 5.0 4.6 3.0 2.6 11.4 9.0 8.0 6.0 
36 10.7 9.0 8.0 6.0 5.0 4.6 3.0 2.6 10.5 9.0 8.0 6.0 
38 9.8 9.0 8.0 6.0 5.0 4.6 3.0 2.6 9.6 9.0 8.0 6.0 
40 9.1 9.0 8.0 6.0 5.0 4.6 3.0 2.5 8.9 8.9 8.0 6.0 
42 8.3 8.3 8.0 6.0 5.0 4.6 2.9 2.5 8.1 8.1 8.0 6.0 
44 7.8 7.8 7.8 6.0 5.0 4.6 2.9 2.4 7.6 7.6 7.6 6.0 
46 7.3/45.7 7.3/45.7 7.3/45.7 6.0/45.7 5.0/45.7 4.6/45.7 2.8/45.7 2.35/45.7 7.0 7.0 7.0 6.0 
48 6.5 6.5 6.5 6.0 
50 6.4/48.3 6.4/48.3 6.4/48.3 6.0/48.3

Counterweight (t) 53+16

Unit：(t)
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FIXED JIB LOAD CHARTS

SCC 1500D Crawler Crane
Fixed jib load charts 4/5

Boom length (m) 54 57
Jib length (m) 25 31 13 19 25 31

Jib angle
 Radius (m) 

15° 30°

16 13.0 
18 13.0 9.0/20.9 8.0/20.7
20 13.0 9.0 8.0 5.0/23.3
22 5.0/22.7 13.0 9.0 8.0 6.0/24.8 5.0 3.0/25.5
24 5.0 3.0/25.3 13.0 9.0 8.0 6.0 5.0 3.0 
26 5.0 3.0 13.0 9.0 8.0 6.0 5.0 4.6/28.7 3.0 
28 5.0 4.6/28.2 3.0 13.0 9.0 8.0 6.0 5.0 4.6 3.0 
30 5.0 4.6 3.0 12.4 9.0 8.0 6.0 5.0 4.6 3.0 2.6/32.7
32 5.0 4.6 3.0 2.6/32.1 11.2 9.0 8.0 6.0 5.0 4.6 3.0 2.6 
34 5.0 4.6 3.0 2.6 10.3 9.0 8.0 6.0 5.0 4.6 3.0 2.6 
36 5.0 4.6 3.0 2.6 9.4 9.0 8.0 6.0 5.0 4.6 3.0 2.6 
38 5.0 4.6 3.0 2.6 8.7 8.7 8.0 6.0 5.0 4.6 3.0 2.6 
40 5.0 4.6 3.0 2.6 7.9 7.9 7.9 6.0 5.0 4.6 3.0 2.6 
42 5.0 4.6 3.0 2.6 7.4 7.4 7.4 6.0 5.0 4.6 3.0 2.6 
44 5.0 4.6 3.0 2.6 6.7 6.7 6.7 6.0 5.0 4.6 3.0 2.6 
46 5.0 4.6 3.0 2.6 6.3 6.3 6.3 6.0 5.0 4.6 3.0 2.6 
48 5.0 4.6 2.9 2.5 5.9 5.9 5.9 5.9 5.0 4.6 2.9 2.5 
50 5.0/48.3 4.6/48.3 2.9/48.3 2.5/48.3 5.7/50.9 5.7/50.9 5.7/50.9 5.7/50.9 5.0/50.9 4.6/50.9 2.9/50.9 2.5/50.9

Counterweight (t) 53+16

Boom length (m) 60 63
Jib length (m) 13 19 25 31 13 19

Jib angle
 Radius (m) 

15° 30° 15° 30° 15° 30°

18 13.0/18.6 13.0/19.2
20 13.0 9.0/21.4 8.0/21.2 13.0 8.0/21.8
22 13.0 9.0 8.0 5.0/23.9 13.0 9.0 8.0 
24 13.0 9.0 8.0 6.0/25.4 5.0 13.0 9.0 8.0 6.0/25.9
26 13.0 9.0 8.0 6.0 5.0 3.0/26.5 13.0 9.0 8.0 6.0 
28 13.0 9.0 8.0 6.0 5.0 4.6/29.3 3.0 13.0 9.0 8.0 6.0 
30 13.0 9.0 8.0 6.0 5.0 4.6 3.0 13.0 9.0 8.0 6.0 
32 12.6 9.0 8.0 6.0 5.0 4.6 3.0 2.6/33.2 12.4 9.0 8.0 6.0 
34 11.4 9.0 8.0 6.0 5.0 4.6 3.0 2.6 11.2 9.0 8.0 6.0 
36 10.4 9.0 8.0 6.0 5.0 4.6 3.0 2.6 10.2 9.0 8.0 6.0 
38 9.5 9.0 8.0 6.0 5.0 4.6 3.0 2.6 9.3 9.0 8.0 6.0 
40 8.8 8.8 8.0 6.0 5.0 4.6 3.0 2.6 8.6 8.6 8.0 6.0 
42 8.0 8.0 8.0 6.0 5.0 4.6 3.0 2.6 7.8 7.8 7.8 6.0 
44 7.4 7.4 7.4 6.0 5.0 4.6 3.0 2.6 7.2 7.2 7.2 6.0 
46 6.7 6.7 6.7 6.0 5.0 4.6 3.0 2.6 6.5 6.5 6.5 6.0 
48 6.3 6.3 6.3 6.0 5.0 4.6 3.0 2.6 6.1 6.1 6.1 6.0 
50 5.8 5.8 5.8 5.8 5.0 4.6 3.0 2.5 5.6 5.6 5.6 5.6 
52 5.4 5.4 5.4 5.4 5.0 4.6 2.9 2.5 5.0 5.0 5.0 5.0 
54 5.0/53.5 5.0/53.5 5.0/53.5 5.0/53.5 5.0/53.5 4.6/53.5 2.9/53.5 2.4/53.5 4.6 4.6 4.6 4.6 
56 4.2/56.1 4.2/56.1 4.2/56.1 4.2/56.1

Counterweight (t) 53+16

Unit：(t)
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FIXED JIB LOAD CHARTS

SCC 1500D Crawler Crane
Fixed jib load charts 5/5

Boom length (m) 63 66
Jib length (m) 25 31 13 19 25 31

Jib angle
 Radius (m) 

15° 30° 15° 30° 15° 30°

18 13.0/19.2
20 13.0 
22 13.0 9.0/22.6 8.0/22.4
24 5.0/24.4 13.0 9.0 8.0 5.0/25.0
26 5.0 3.0/27.1 13.0 9.0 8.0 6.0/26.5 5.0 3.0/27.6
28 5.0 4.6/29.9 3.0 13.0 9.0 8.0 6.0 5.0 3.0 
30 5.0 4.6 3.0 13.0 9.0 8.0 6.0 5.0 4.6/30.4 3.0 
32 5.0 4.6 3.0 2.6/33.8 12.2 9.0 8.0 6.0 5.0 4.6 3.0 
34 5.0 4.6 3.0 2.6 11.1 9.0 8.0 6.0 5.0 4.6 3.0 2.6/34.4
36 5.0 4.6 3.0 2.6 10.1 9.0 8.0 6.0 5.0 4.6 3.0 2.6 
38 5.0 4.6 3.0 2.6 9.2 9.0 8.0 6.0 5.0 4.6 3.0 2.6 
40 5.0 4.6 3.0 2.6 8.3 8.3 8.0 6.0 5.0 4.6 3.0 2.6 
42 5.0 4.6 3.0 2.6 7.6 7.6 7.6 6.0 5.0 4.6 3.0 2.6 
44 5.0 4.6 3.0 2.6 7.0 7.0 7.0 6.0 5.0 4.6 3.0 2.6 
46 5.0 4.6 3.0 2.6 6.4 6.4 6.4 6.0 5.0 4.6 3.0 2.6 
48 5.0 4.6 3.0 2.6 5.9 5.9 5.9 5.9 5.0 4.6 3.0 2.6 
50 5.0 4.6 3.0 2.5 5.4 5.4 5.4 5.4 5.0 4.6 3.0 2.5 
52 5.0 4.6 3.0 2.5 4.8 4.8 4.8 4.8 4.8 4.6 3.0 2.5 
54 4.6 4.6 2.9 2.4 4.4 4.4 4.4 4.4 4.4 4.4 2.9 2.4 
56 4.2/56.1 4.2/56.1 2.9/56.1 2.3/56.1 4.0 4.0 4.0 4.0 4.0 4.0 2.9 2.4 
58 3.5 3.5 3.5 3.5 3.5 3.5 2.8 2.3 
60 3.4/58.7 3.4/58.7 3.4/58.7 3.4/58.7 3.4/58.7 3.4/58.7 2.8/58.7 2.2/58.7

Counterweight (t) 53+16

Boom length (m) 69 75
Jib length (m) 13 19 25 31 13

Jib angle
 Radius (m) 

15° 30° 15° 30° 15°

18 
20 13.0/20.3 13.0/21.5
22 13.0 9.0/23.1 8.0/22.9 13.0 
24 13.0 9.0 8.0 5.0/25.6 13.0 9.0/24.3
26 13.0 9.0 8.0 6.0/27.1 5.0 13.0 9.0 
28 13.0 9.0 8.0 6.0 5.0 3.0/28.2 13.0 9.0 
30 13.0 9.0 8.0 6.0 5.0 4.6/31.0 3.0 13.0 9.0 
32 12.2 9.0 8.0 6.0 5.0 4.6 3.0 11.8 9.0 
34 11.0 9.0 8.0 6.0 5.0 4.6 3.0 2.6/35.0 10.6 9.0 
36 10.0 9.0 8.0 6.0 5.0 4.6 3.0 2.6 9.5 9.0 
38 9.1 9.0 8.0 6.0 5.0 4.6 3.0 2.6 8.7 8.7 
40 8.2 8.2 8.0 6.0 5.0 4.6 3.0 2.6 7.8 7.8 
42 7.6 7.6 7.6 6.0 5.0 4.6 3.0 2.6 7.1 7.1 
44 7.0 7.0 7.0 6.0 5.0 4.6 3.0 2.6 6.4 6.4 
46 6.3 6.3 6.3 6.0 5.0 4.6 3.0 2.6 5.8 5.8 
48 5.8 5.8 5.8 5.8 5.0 4.6 3.0 2.6 5.1 5.1 
50 5.2 5.2 5.2 5.2 5.0 4.6 3.0 2.5 4.6 4.6 
52 4.7 4.7 4.7 4.7 4.7 4.6 3.0 2.5 4.1 4.1 
54 4.2 4.2 4.2 4.2 4.2 4.2 2.9 2.4 3.6 3.6 
56 3.7 3.7 3.7 3.7 3.7 3.7 2.9 2.4 3.2 3.2 
58 3.4 3.4 3.4 3.4 3.4 3.4 2.8 2.3 2.8 2.8 
60 3.0 3.0 3.0 3.0 3.0 3.0 2.8 2.2 2.4 2.4 

Counterweight (t) 53+16

Unit：(t)
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Notes
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Notes
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Quality Changes the World

Address: 8 Beiqing Road, Life and Science Park, 
Changping, Beijing, China 102206
Service Hotline: +0086-4006-098-318
Email:crd@sany.com.cn
For mord information,pleas visit:www.sanygroup.com
For our consistent improvement in techonology,specifcations may change without notice
The machines illustrated may show optional equipment which can be supplied at additional cost.
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